IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2002 Permanent Weigh-In-Motion Data
District 1 - MicaFlats- US95 - .5 Mi. N. Kidd Cr. Rd.
Sunday 1 September Thru Monday 30 September 2002
Total Traffic - All Lanes Included

Vehicle Direction of Travel
North Bound South Bound

Lane Lane | Average Lane Lane | Average Tota Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 265 38.46 22 249 0.25 23 514 0.52 22
30-35 60 8.71 33 65 0.07 33 125 0.13 33
35-40 76 11.03 39 106 0.11 38 182 0.18 39
40-45 10 1.45 43 292 0.30 44 302 0.30 44
45-50 51 7.40 48 1730 1.76 49 1781 1.80 49
50-55 5 0.73 53 8625 8.76 54 8630 8.70 54
55 -60 38 5.52 60 27881 28.31 58 27919 28.15 58
60 — 65 1 0.15 61 38300 38.88 62 38301 38.61 62
65—70 1 0.15 66 16357 16.61 67 16358 16.49 67
70-75 8 1.16 72 3940 4.00 72 3948 3.98 72
75-80 38 5.52 79 683 0.69 77 721 0.73 78
80 -85 3 0.44 81 166 0.17 83 169 0.17 83
85— 140 133 19.30 118 104 0.11 97 237 0.24 109
Tota by Lane 689 0.69 52 98498 99.31 61 99187 100.00 61
Total by Direction 689 0.69 52 98498 99.31 61
50" Percentile Speed 61
85" Percentile Speed 67




